Configuration Guide Rugged PB Mobile Printer Series

Typical Single-Printer Configuration
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Country AC Power Cord Power Supply Battery Pack Printer
851-082-003 ST 318-026-001
or 851-082-103 ST
or 851-082-105 RA

Typical Multi-Printer Configuration
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Country AC Power Cord Power Supply Quad Battery Charger Battery Packs Printers
851-082-003 ST 852-915-001 318-026-001
or 851-082-103 ST or 318-030-001

or 851-082-105 RA

Forklift Mounting Configuration
The typical forklift installation includes the Vehicle Mount Dock for the relevant printer, plus the Forklift
Electrical Mounting Kit. The Kit contains the two power cables and a DC/DC converter.

Cable Forklift to Cable DC-DC converter PB Printer
DC-DC Converter to vehicle dock
Forklift Kit 6-60V DC-DC Vehicle Dock
203-880-002 Forklift power ¢ ’ Converter ’ 225-740-001

or 203-896-001

Typical Vehicle Mounting Configuration
The typical vehichle mounting configuration includes the Vehicle Mount Dock for the relevant printer plus two power cables:
the Truck Power Connection Cable and one of the Vehicle Dock Power Cables (either right angle or straight angle).

Truck Power Vehicle Dock PB Printer
: Connection Cable Power Cable
12;/3\;::rlcle -y e  Vehicle Dock
i 206-875-102 226-215-101 225-740-001
or 206-875-106 or 226-215-102 or 203-896-001

or 206-875-109

Alternate Vehicle Mounting Configuration
The typical vehichle mounting configuration includes the Vehicle Mount Dock for the relevant printer plus two power cables:
the Truck Power Connection Cable and one of the Vehicle Dock Power Cables (either right angle or straight angle).

Truck Power Vehicle Power PB Printer
12V vehicle Connection Cable to DC Jack Cable r’
battery - > < Vehicle Dock
206-875-102 852-909-001 225-740-001
or 206-875-106 or 203-896-001

or 206-875-109
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